STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT D

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
LC TRIBAL 4H-31-56

2. TYPE OF WORK
DRILL NEW WELL (1)

REENTER PEAWELL )

ol |
DEEPENWELL(, |

_—

3. FIELD OR WILDCAT
WILDCAT

4. TYPE OF WELL
Oil Well

Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME

6. NAME OF OPERATOR

BERRY PETROLEUM COMPANY

7. OPERATOR PHONE
303 999-4044

8. ADDRESS OF OPERATOR

4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066

9. OPERATOR E-MAIL
kao@bry.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR Sgggf))oossoo FEDERAL[ | INDIAN (W) sTaTe( | FeE( ] FEDERAL[ | INDIAN[ | sTATE( | Fee(il)
13. NAME OF SURFACE OWNER (if box 12 = 'fee’) 14. SURFACE OWNER PHONE (if box 12 = ‘fee’)

James Weight 435-724-8911

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee’)

RR 4 Box 8051, ,

16. SURFACE OWNER E-MAIL (if box 12 = 'fee")

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN")

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

—

YESI::I (Submit Commingling Application) NOI::I

19. SLANT

— —
NAL[_J HORIZONTAL

VERTICAL[_| DIRE

21. COUNTY
DUCHESNE

22. DISTANCE TO NEAREST LEASE LINE (
200

25. DISTANCE TO NEAREST Wi N
(Applied For Drilling 6rgo t

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP NGE MERIDIAN
LOCATION AT SURFACE 780 FNL 200 FEL NENE 31 5 6.0 W u
Top of Uppermost Producing Zone 800 FNL 684 FEL NENE 31 0 S 6.0 W U
At Total Depth 800 FNL 800 FWL NWNW 508 6.0 W U

23. NUMBER OF ACRES IN DRILLING UNIT
640

26. PROPOSED DEPTH

MD: 9702  TVD: 5683

27. ELEVATION - GROUND LEVEL 28. BONRAUMBE 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE
8187 RLB0005647 43-12400
asing, and Cement Information
String Hole Size Casing Size h eight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight
Surf 14.75 9.625 -2 36.0 J-55 ST&C Class G 400 3.82 11.0
Class G 440 1.15 15.8
11 8.75 0-6022 26.0 N-80 LT&C Class G 310 1.97 12.4
50/50 Poz 350 1.26 14.2
Prod 6.25 4.5 0-9702 11.6 N-80 LT&C No Used 0 0.0 0.0
No Used 0 0.0 0.0
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED)

TOPOGRAPHICAL MAP

NAME Kathy K. Fieldsted

TITLE Sr. Regulatory & Permitting Tech.

PHONE 435 722-1325

SIGNATURE

DATE 09/25/2012

EMAIL kkf@bry.com

API NUMBER ASSIGNED 43013517380000

APPROVAL

Received: September 26, 2012




AB

BERRY PETROLEUM COMPANY
LC TRIBAL 4H-31-56
NE %, NE 4, 780° FNL 200’ FEL, Sec. 31, T5S, R6W, U.S.B.& M.
BHL: NW Y%, NW 4, 800° FNL, 800" FWL
Duchesne County, Utah

ONSHORE ORDER NO. |

DRILLING PROGRAM

Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

FORMATION DRILL DEPTH * DRILL DEPTH* Measured

@ SHL (TVD) @ BHL {TVD) Depth
Uinta Fm Surface Surface
Green River 1,223 1,223° 1,223’
Green River Upper Marker 1,859’ 1,859’ 1,859’
Mahogany 2,503 2,503’ 2,50%°
Tgr3 3,553 3,553’ 3,55%
Douglas Creek 4,363’ 4,363" 4,363’
Black Shale 4,986’ 4,986’ 4,989’
Castle Peak 5,299 5,299°
KOP 5,265 66
Uteland Butte 5,680 5,617 5,961° q
*[JB-2 Marker 5,746’ 5,683
Wasatch 5,985’ ‘
TD (Pilot hole) 6,285’
TD (lateral) Q 5702’
Base of Moderate Saline ‘A
Water 7.850° 7,

*PROSPECTIVE PAY 6

Berry Petroleum Company inte

the Wasatch, obtaining opegah
having successfully o W ata for determination of lateral wellbore
placement, R Company would then plug and abandon the vertical
portion o 1 from 100’ below to +/- 200° above the planned kick off
point. Once ent plug has cured accordingly Berry Petroleum Company
would utilize the cement plug to side track the wellbore at kick off point, The
lateral portion of the welibore would then be drilled horizontally through the
prospective zone within the Uteland Butte, as identified by open hole logs from the
pilot hole.

Received: September 25, 2012




Berry Petroleum Company Drilling Program
LC TRIBAL 4H-31-56 Duchesne County, UT

C  BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0—1000° No pressure control required
1000 -- TD 11* 5000# Ram Type BOP

11” 5000# Annular BOP

s Drilling spool to accommodate choke and kill lines

s Ancillary and choke manifold to be rated @ 5000 psi

s Ancillary equipment and choke manifold rated at 5000#. All BOP and BOPE tests will be in
accordance with the requirements of onshore Order No. 2

o  The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in
advance of all Bop pressure tests

s  BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up to
operate most efficiently in this matter.

D,E Proposed Casing and Cementing Program

Purpose Depth  Hole Size Casing Size Type  Connection Weight
Surface 20000 14.75” 9.625” JorK-55 LT&C 36#
Parasite String 1900 12.25” 1.907 J-55 1 2.76#

Intermediate 6022> 875" 7.07 N-80 LT&C 264

Production 9702’ 625" 4.5” N-80  LT&C 11.6# 166

Surface Fill Type & Amount tg
9 5/8” Surface Casing Lead with approximately 400 sx P e
d

emi
cement with additives mixed gt} =382
cuft/sx), calculated jrole yol i oPexcess.
Tail with approxi 4« renim G cement

with addjtives t -3 ppg (vield=1.15
cufi/sx).

Topo ent, if required: 100sx of Premium
Qg

C additives mixed at 15.8 ppg (yield=1.15
).
Parasite “

1 be run in the surface casing siring at +/~ 1900 and 1.9”
il be tack welded to the outside of the surface casing back to
cemented in place in the surface hole. The purpose of the parasite
1s to aerate the drilling fluid through the injection cellar to reduce
ydrostatic pressure and associated lost circulation while drilting the
intermediate hole.

Intermediate Type & Amount

7” Intermediate Casing Lead with approximately 310 sx Premium G cement
with additives, mixed at 12.4 ppg (yield = 1.97
cuft/sx).

Tail with approximately 350 sx 50/50 POZ Premium
cement with additives mixed at 14.2 ppg (yield = 1.26
cuft/sx).

Planned TOC = 1000° above the KOP (tail).

Received: September 25, 2012




Berry Petroleum Company Drilling Program

LC TRIBAL 4H-31-56 Duchesne County, UT
Production Type & Amount
4 %" Liner No cement will be used in this section. Swelt packers

or Packers Plus {or equivalent) will be run to isolate
the production hole from the intermediate casing
section.

Note: Top of Tail cement for the intermediate string will be calculated to 1000” above the KOP using
gauge hole plus 50% excess. Lead to surface.

F  Drilling Fluids Program

Interval Weight Viscosity Fluid Loss Remarks
40° -2,000° 84-8.9 26-36 NC Freshwater Spud Mud Fluid System
2000 -3000° 8.9-9.2 26-36 NC Freshwater with sweeps
30600 -6022° 92-94 42-55 6-10 Fresh Water PHPA
6022~ TD 9.0-9.2 45-58 4-10 Fresh Water PHPA

Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain “kicks”
will be available at well site. Berry Petroleum Company may require minor ameunts of diesel to be added
to its fluid system in order to reduce torque and drag.

3  Auxiliary Equipment

¢) Safety valve(s) and subs to fit all string connections in use

a) Upper Kelly cock; lower Kelly cock will be installed while drilling ‘
b} Inside BOP or stab-in valve (available on rig floor) Q

d) Mud monitoring will be visually observed

G Testing, Logging and Core Programs 6

Cores
Testing
Sampling
Surveys
Logging

ellbore
L-GR-CALIPER-PE-Microlog, Sonic-GR (alt TD to surface)
anner to be run at geologist’s discretion.

None anticipated
None anticipated; drill y be run on shows of interest
30° to 50’ sampl ﬁ ing to TD. Preserve samples all show intervals

Note: Al open hole fogs would be run on the proposed “pilot hole” portion of the wellbore. FMI and
CAL may be run on the lateral portion of the horizontal wellbore at the geologist’s discretion.

«°

Received: September 25, 2012




Berry Petroleum Company Drilling Program
LC TRIBAL 4H-31-56 Duchesne County, UT

H Anticipated Abnormal Pressures or Temperatures

No abnormal temperatures or pressures or other hazards are anticipated.
A gas buster will be utilized to handle the aerated mud.

Maximum anticipated bottom hole pressure equals approximately 3103 psi* and maximum anticipated
surface pressure equals approximately 1722**¥psi (bottom hole pressure minus the pressure of a
partially evacuated hole calculated at 0.22 psiffoot).

#Max Mud Wt x 0.052 x TVD = A (bottom hole pressure)
**Maximum surface pressure = A — (0,22xTVD)

I Anticipated Starting Dates and Notification of Operations

Dritling Activity:

Anticipated Commencement Date: Upon approval of the APD.
Drilling Days: Approximately 25 days.
Completion Days: Approximately 25 days.

Received: September 25, 2012
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PP

Blowout Preventer
Stack Qutlet

C

-]

SCHEMATIC DIAGRAM OF 5,000 PSI BOP STACK

:; Flow Line

Fill-Up Line

|

Annular Preventer

|

Blind Rams
Pipe Rams
L. ]
Kifl Line . Choke Line
Brilling
DA, % Q

s Choke
l To Mud/Gas Separator andfor Pit
2"Line g
21! O>/

Bleed Line To Pt
3" Line

A4

]
L

To Mud/Gas Separator andfor Pit
2" Line

Adjustable Choke
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T5S, R6W, U.S.B.&M.t)D
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5, )

Exhibit "B" Map

[LC TRIBAL 4H-31-56 (Proposed Well)] .-
, Q' LC TRIBAL 8- 31D-56 (Proposed Weli) 3¢

el >
& N

2

©  Proposed Location

o 1 Mile Radius

S E e S i A= e iRy : -
THE PARCEL INFORMAHON SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING ING. - TRI-STATE DoEs NOT WARRANTY PROPERTY
PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES
AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

il o

P: (435) 781-2501 N BERRY PETROLEUM COMPANY
F: (435) 761-2518 LC TRIBAL 4H-31-56 (Proposed Well)

Tri State LC TRIBAL 8-31D-56 (Proposed Well)

Land Surveying, Inc. SEC. 31, T5S, R6W, U.S.B.&M.
i) 180 NORTH VERNAL AVE. VERNAL, UTAH 84078 Duchesne County, UT.
DRAWN BY: J.A.S|REVISED: 10-20-2011 J.AS.
09-29-2011 TOPOGRAPHIGC MAP
1"=2000"
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Well Planning

Proposal
FOR

Berry Petroleum Co.
LC Tribal 4H-31-56
Duchesne Co., UT

Well File: Design #1 (%%%QQ

Presente&

oldren

&R ional Manager
e\ Bret Wolford
Well Planner

Va

Q.

977 ‘Szomazs TvouIING ~S¢
JLHM IV3dd)
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Berry Petroleum Company
Project: Duchesne Co., UT (UT27C)
Site: Sec.31-T5S-R6W
Well: LC Tribal 4H-31-56
Wellbore: Wellbore #1
Design: Design #1

Lat: 40° 0' 29.700 N
Long: 110° 35' 34.674 W
Pad GL: 8187.00
KB: WELL @ 8207.00usft

GREAT WHITE

DIRECTIONAL SERVICES™
"Archer=""

PROJECT DETAILS: Duchesne Co., UT (UT27C) T M Azimuths to True North T
Geodetic System: US State Plane 1927 (Exact solution) Magnetic North: 11.46° 4
Datum: NAD 1927 (NADCON CONUS) _
Ellipsoid’ Clarke 1866 Magnetic Field 1000 6N 4162.88' W _SHL
Zone: Utah Central 4302 Strength: 52111.7snT " ENLY& 800" FWL 780" FNL, 200" FEL
. Dip Angle: 65.65° B C.31-T5S-R6W SEC.31-T5S-R6W
System Datum: Mean Sea Level Date: 11/15/2011 - secronune 1 T
Model: IGRF2010 T
h
—
c 0
EOB / Start 3679.25' hold at 6022.42 MD A
WELL DETAILS: LC Tribal 4H-31-56 d TD at 970167 i N . \\
~ A \
Ground Level: 8187.00 N N \
+N/-S  +E/-W Northing Easting Latittude Longitude ot ] N 660" Setback %,
0.00 0.00 611338.499 2254064.845  40°0' 29.700 N 110° 35' 34.674 W 8 0 f h D:
\\—l_/ — - /’7 ’ ’
o) N - T 4
WELLBORE TARGET DETAILS (LAT/LONG) D B o
= | LC Tribal 4H-31-56/Design #]l
Name TVD +N/-S +E/-W Latitu ongitude  Shape £ 500
LCT 4H-31-56 PBHL  5687.00 -72.64 -4162.88 40° 049 ' 28.176 W Point g ]
0 ] L [ thas st
' ]
— KOP / Start Build 12.00° CASING DETAILS E | r L — N < L [
173 -
£ 5200 - TVD MD Name Size 3 -1000 T
2 5742.616022.42 7" Csg. 7 o _ w N ]
n = = = 3
2] ] =} S 8 =
> ] g £ ¢ 2
o = & 4 =
g = 1500 i % g g 5
Castle Peak - ©
Z 5400 FORMATION TOP DETAILS |
% TVDPath MDPath Formation ]
8 EOB / Start 3679.25' hold at 6022.42 MD 1223.00 1223.00 Green River 1
al -1 § \ 1859.00 1859.00 Fouch Mkr 2000 1
= ] © \ 0 L 2503.00 2503.00 Mahogany -
85600 @ﬁ p S 7/CsaL 220300 325300 ToraMkr L B T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T 1
s v 5 F 1 f 4363.00 4363.00 Douglas Creek -5000 -4500 -4000 -3500 -3000 -2500 -2000 -1500 -1000 -500 0
) PP 4986.00 4986.00 Upr Black Shale .
> 2 5298.98 5299.01 Castle Peak West(-)/East(+) (1000 usft/in)
© ] — 5676.43 5760.71 Uteland Butte
r 5739.57 5960.84 UB-2 Mkr
E 5800 —fa 2] SECTION DETAILS
MD Inc Azi TVD +N/-S +E/-W Dleg TFace VSect Annotation
T 1 L L UL T 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0 200 400 600 5265.20 0.00 0.00 5265.20 0.00 0.00 0.00 0.00 0.00 KOP / Start Build 12.00°
6022.42 90.87 269.00 5742.61 -8.46 -484.61 12.00 269.00 484.68 EOB / Start 3679.25' hold at 6022.42 MD
Vertical Section at 269.00° (400 usft/in) 9701.67 90.87 269.00 5687.00 -72.64 -4162.88 0.00 0.00 4163.51 TD at 9701.67
~
=] oS Ead w0
E 5100 KOP / Start Build 12.00°
0 T 7
] - >
o ]
2 wooo ] -
~— 5400 ——castle peak
%_ - EOB / Start 3679.25' hold at 6022.42 MD| @(ﬂ
i ’ -
2 . % =
-] rd /|
§ 5700 . — i
B = RN S
o ] [LC Tribal 4H-31-56/Design #]
>
[} 1
o 6000 1 T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1 T T 1
|_
-600 -300 0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400

Vertical Section at 269.00° (600 usft/in)

Plan: Design #1 (LC Tribal 4H-31-56/Wellbore #1)

cefReg ey sgoiSeptemb erib, 1201 2
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Berry Petroleum Company

Duchesne Co., UT (UT27C)
Sec.31-T5S-R6W
LC Tribal 4H-31-56

Wellbore #1

Plan: Design #1 ‘Qq 66

Q
Standard Pla Q%?rt

15 November, 2011

™

GREAT WHITE

DIRECTIONAL SERVICE -
Archer-=
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Great White Directional

GREAT WHITE

Planning Report BDUIRECTIONAL SERVICE.
Archer~~
Database: EDMDBBW Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Company: Berry Petroleum Company TVD Reference: WELL @ 8207.00usft
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 8207.00usft
Site: Sec.31-T5S-R6W North Reference: True
Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Project Duchesne Co., UT (UT27C)
Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
Site Sec.31-T5S-R6W
Site Position: Northing: 611,338.503usft  Latitude: 40°0'29.700 N
From: Lat/Long Easting: 2,254,064.845usft  Longitude: 110° 35' 34.674 W
Position Uncertainty: 0.00 usft Slot Radius: 13-3/16" Grid Convergence: 0.58 °
Well LC Tribal 4H-31-56
Well Position +N/-S 0.00 usft Northing: 611,338.499 usft Latitude: 40°0'29.700 N
+E/-W 0.00 usft Easting: 2,254,064.845 usft Longitudeq 110° 35' 34.674 W
Position Uncertainty 0.00 usft Wellhead Elevation: usft Gr el: 8,187.00 usft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declinatio ip Angle Field Strength
©) (nT)
IGRF2010 11/15/11 11.46 65.65 52,112
Design Design #1
Audit Notes: g
Version: ﬁ PLAN Tie On Depth: 0.00
Vertical Section: [&Fr (TVD) +N/-S +E/-W Direction
usft) (usft) (usft) ©)
0.00 0.00 0.00 269.00
Plan Sections
Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°/100usft) (°/100usft)  (°/100usft) ©) Target
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
5,265.20 0.00 0.00 5,265.20 0.00 0.00 0.00 0.00 0.00 0.00
6,022.42 90.87 269.00 5,742.61 -8.46 -484.61 12.00 12.00 0.00 269.00 LCT 4H-31-56 PBHL
9,701.67 90.87 269.00 5,687.00 -72.64 -4,162.88 0.00 0.00 0.00 0.00 LCT 4H-31-56 PBHL
11/15/11 1:54:36PM Page 2 COMPASS 5000.1 Build 56
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Great White Directional GREAT w,'"Tg

Planning Report DIRECTIONAL SERVICE.
“Archer <
Database: EDMDBBW Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Company: Berry Petroleum Company TVD Reference: WELL @ 8207.00usft
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 8207.00usft
Site: Sec.31-T5S-R6W North Reference: True
Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) () (&) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00
500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00
1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 OQ 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0 0.00
Green River
1,223.00 0.00 0.00 1,223.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0] 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00
1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700. 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.0 0.00 0.00 0.00 0.00
Fouch Mkr
1,859.00 0.00 0.00 @ 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 1,980.00 0.00 0.00 0.00 0.00 0.00 0.00
2,000.00 0.00 .00 ,000.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0400 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 .00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300, . 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400 0 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00
2,500.0 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
Mahogany
2,503.00 0.00 0.00 2,503.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
Tgr3 Mkr
3,5653.00 0.00 0.00 3,553.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
Douglas Creek
4,363.00 0.00 0.00 4,363.00 0.00 0.00 0.00 0.00 0.00 0.00
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Great White Directional

Planning Report

GREAT WHITE

DIRECTIONAL SERVICE
Archer -~

Database: EDMDBBW Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Company: Berry Petroleum Company TVD Reference: WELL @ 8207.00usft
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 8207.00usft
Site: Sec.31-T5S-R6W North Reference: True
Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) () (&) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00
4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00
Upr Black Shale
4,986.00 0.00 0.00 4,986.00 0.00 0.00 0.00 0.00 0.00
5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0. 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 N 0.00
KOP / Start Build 12.00° 6}
5,265.20 0.00 0.00 5,265.20 0.00 0.00 0‘ 700 0.00 0.00
5,275.00 1.18 269.00 5,275.00 0.00 -0.10 12.00 12.00 0.00
Castle Peak
5,299.01 4.06 269.00 5,298.98 1 12.00 12.00 0.00
5,300.00 4.18 269.00 5,299.97 1.27 12.00 12.00 0.00
5,325.00 7.18 269.00 5,324.84 3.74 12.00 12.00 0.00
5,350.00 10.18 269.00 5,349.55 7.51 12.00 12.00 0.00
5,375.00 13.18 269.00 5,374.0 . 12.57 12.00 12.00 0.00
5,400.00 16.18 269.00 5,398 -0.33 -18.90 18.90 12.00 12.00 0.00
5,425.00 19.18 269.00 . -0.46 -26.49 26.49 12.00 12.00 0.00
5,450.00 22.18 269 00 2 -0.62 -35.31 35.32 12.00 12.00 0.00
5,475.00 25.18 .31 -0.79 -45.35 45.36 12.00 12.00 0.00
5,500.00 28 18 5,490.65 -0.99 -56.57 56.58 12.00 12.00 0.00
5,525.00 5,512.37 -1.20 -68.94 68.95 12.00 12.00 0.00
5,550.00 69 00 5,533.41 -1.44 -82.44 82.45 12.00 12.00 0.00
5,57 269.00 5,553.72 -1.69 -97.01 97.03 12.00 12.00 0.00
5,600. 269.00 5,573.23 -1.97 -112.63 112.65 12.00 12.00 0.00
5,625.0 43.18 269.00 5,591.90 -2.26 -129.25 129.27 12.00 12.00 0.00
5,650.00 46.18 269.00 5,609.68 -2.56 -146.82 146.85 12.00 12.00 0.00
5,675.00 49.18 269.00 5,626.51 -2.88 -165.30 165.33 12.00 12.00 0.00
5,700.00 52.18 269.00 5,642.35 -3.22 -184.64 184.67 12.00 12.00 0.00
5,725.00 55.18 269.00 5,657.16 -3.57 -204.77 204.80 12.00 12.00 0.00
5,750.00 58.18 269.00 5,670.89 -3.94 -225.66 225.69 12.00 12.00 0.00
Uteland Butte
5,760.71 59.46 269.00 5,676.43 -4.10 -234.82 234.85 12.00 12.00 0.00
5,775.00 61.18 269.00 5,683.51 -4.31 -247.23 247.27 12.00 12.00 0.00
5,800.00 64.18 269.00 5,694.98 -4.70 -269.44 269.48 12.00 12.00 0.00
5,825.00 67.18 269.00 5,705.28 -5.10 -292.21 292.26 12.00 12.00 0.00
5,850.00 70.18 269.00 5,714.37 -5.51 -315.49 315.54 12.00 12.00 0.00
5,875.00 73.18 269.00 5,722.23 -5.92 -339.22 339.27 12.00 12.00 0.00
5,900.00 76.18 269.00 5,728.83 -6.34 -363.32 363.38 12.00 12.00 0.00
5,925.00 79.18 269.00 5,734.17 -6.77 -387.74 387.80 12.00 12.00 0.00
5,950.00 82.18 269.00 5,738.22 -7.20 -412.40 412.47 12.00 12.00 0.00
UB-2 Mkr
5,960.84 83.48 269.00 5,739.57 -7.38 -423.15 423.22 12.00 12.00 0.00
5,975.00 85.18 269.00 5,740.97 -7.63 -437.25 437.31 12.00 12.00 0.00
6,000.00 88.18 269.00 5,742.42 -8.07 -462.20 462.27 12.00 12.00 0.00
EOB / Start 3679.25' hold at 6022.42 MD - 7" Csg.
6,022.42 90.87 269.00 5,742.61 -8.46 -484.61 484.68 12.00 12.00 0.00
6,100.00 90.87 269.00 5,741.44 -9.81 -562.17 562.26 0.00 0.00 0.00
6,200.00 90.87 269.00 5,739.93 -11.55 -662.14 662.24 0.00 0.00 0.00
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Great White Directional

GREAT WHITE

Planning Report DIRECTIONAL SERVICE
"Archer-
Database: EDMDBBW Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Company: Berry Petroleum Company TVD Reference: WELL @ 8207.00usft
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 8207.00usft
Site: Sec.31-T5S-R6W North Reference: True
Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) ) ) (usft) (usft) (usft) (usft) (°/100usft)  (°/100usft) (°/100usft)
6,300.00 90.87 269.00 5,738.41 -13.30 -762.12 762.23 0.00 0.00 0.00
6,400.00 90.87 269.00 5,736.90 -15.04 -862.09 862.22 0.00 0.00 0.00
6,500.00 90.87 269.00 5,735.39 -16.79 -962.06 962.21 0.00 0.00 0.00
6,600.00 90.87 269.00 5,733.88 -18.53 -1,062.04 1,062.20 0.00 0.00 0.00
6,700.00 90.87 269.00 5,732.37 -20.28 -1,162.01 1,162.19 0.00 0.00 0.00
6,800.00 90.87 269.00 5,730.86 -22.02 -1,261.98 1,262.18 0.00 0.00
6,900.00 90.87 269.00 5,729.35 -23.77 -1,361.96 1,362.16 0.00 0.00
7,000.00 90.87 269.00 5,727.84 -25.51 -1,461.93 1,462.15 0.00 0.00
7,100.00 90.87 269.00 5,726.32 -27.25 -1,561.90 1,562.14 0.00 0.00
7,200.00 90.87 269.00 5,724.81 -29.00 -1,661.88 1,662.13 0.0 0.00
7,300.00 90.87 269.00 5,723.30 -30.74 -1,761.85 1,762.12 ) 0.00
7,400.00 90.87 269.00 5,721.79 -32.49 -1,861.82 0 0.00
7,500.00 90.87 269.00 5,720.28 -34.23 -1,961.80 0 0.00
7,600.00 90.87 269.00 5,718.77 -35.98 -2,061.77 .00 0.00
7,700.00 90.87 269.00 5,717.26 -2,161.74 0.00 0.00
7,800.00 90.87 269.00 5,715.74 -2,2 2 0.00 0.00
7,900.00 90.87 269.00 5,714.23 0.00 . 0.00
8,000.00 90.87 269.00 5,712.72 4 0.00 0.00 0.00
8,100.00 90.87 269.00 5,711.21 1.64 0.00 0.00 0.00
8,200.00 90.87 269.00 5,709. -2,661.61 2,662.02 0.00 0.00 0.00
8,300.00 90.87 269.00 5,708. -2,761.58 2,762.00 0.00 0.00 0.00
8,400.00 90.87 269.00 5,486 -2,861.56 2,861.99 0.00 0.00 0.00
8,500.00 90.87 269.00 . -2,961.53 2,961.98 0.00 0.00 0.00
8,600.00 90.87 269.0 5 -3,061.50 3,061.97 0.00 0.00 0.00
8,700.00 90.87 .00 ,702.14 -3,161.48 3,161.96 0.00 0.00 0.00
8,800.00 9087 5,700.63 -3,261.45 3,261.95 0.00 0.00 0.00
8,900.00 9 .00 5,699.12 -3,361.42 3,361.94 0.00 0.00 0.00
9,000.00Q . 269.00 5,697.61 -3,461.40 3,461.92 0.00 0.00 0.00
9,1 0 269.00 5,696.10 -3,561.37 3,561.91 0.00 0.00 0.00
9,200.0f 90.87 269.00 5,694.58 -3,661.34 3,661.90 0.00 0.00 0.00
9,300.00 90.87 269.00 5,693.07 -3,761.32 3,761.89 0.00 0.00 0.00
9,400.00 90.87 269.00 5,691.56 -3,861.29 3,861.88 0.00 0.00 0.00
9,500.00 90.87 269.00 5,690.05 -69.12 -3,961.26 3,961.87 0.00 0.00 0.00
9,600.00 90.87 269.00 5,688.54 -70.87 -4,061.24 4,061.86 0.00 0.00 0.00
TD at 9701.67 - LCT 4H-31-56 PBHL
9,701.67 90.87 269.00 5,687.00 -72.64 -4,162.88 4,163.51 0.00 0.00 0.00
Design Targets
Target Name
- hit/miss target Dip Angle  Dip Dir. TVD +N/-S +E/-W Northing Easting
- Shape (°) °) (usft) (usft) (usft) (usft) (usft) Latitude Longitude
LCT 4H-31-56 PBHL 0.00 0.00 5,687.00 -72.64 -4,162.88 611,223.648  2,249,902.916 40° 0'28.979 N 110° 36' 28.176 W
- plan hits target center
- Point
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Great White Directional

GREAT WHITE

Planning Report BDUIRECTIONAL SERVICE.
Archer-~
Database: EDMDBBW Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Company: Berry Petroleum Company TVD Reference: WELL @ 8207.00usft
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 8207.00usft
Site: Sec.31-T5S-R6W North Reference: True
Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Casing Points
Measured Vertical Casing Hole
Depth Depth Diameter Diameter
(usft) (usft) Name () (*)
6,022.42 5,742.61 7" Csg. 7 8-3/4
Formations
Measured Vertical Dip
Depth Depth Dip Direction
(usft) (usft) Name Lithology ) )
1,223.00 1,223.00 Green River -0.87 9.00
1,859.00 1,859.00 Fouch Mkr -0.8 0
2,503.00 2,503.00 Mahogany L ) 9.00
3,553.00 3,5653.00 Tgr3 Mkr 87 269.00
4,363.00 4,363.00 Douglas Creek Q -0.87 269.00
4,986.00 4,986.00 Upr Black Shale -0.87 269.00
5,299.01 5,299.00 Castle Peak -0.87 269.00
5,760.71 5,680.00 Uteland Butte -0.87 269.00
5,960.84 5,746.00 UB-2 Mkr -0.87 269.00
<«
Plan Annotations
Measured Vertical Local jinates
Depth Depth +N/-S +E/-W
(usft) (usft) ) (usft) Comment
5,265.20 5,265.20 .00 0.00 KOP / Start Build 12.00°
6,022.42 5,7424\1 -8.46 -484.61 EOB / Start 3679.25' hold at 6022.42 MD
9,701.67 1 '@ -72.64 -4,162.88 TD at 9701.67
11/15/11 1:54:36PM Page 6 COMPASS 5000.1 Build 56

Received: September 25, 2012



Berry Petroleum Company

Duchesne Co., UT (UT27C)
Sec.31-T5S-R6W
LC Tribal 4H-31-56
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X
‘0
AnticollisionRé%ngQ

GREAT WHITE

DIRECTIONAL SERVICES™
Archer-

Received: September 25, 2012



Great White Directional
Anticollision Report

e
1L

GREAT WHITE

DIRECTIONAL SERVICE
Archer -~

Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 8207.00usft
Reference Site: Sec.31-T5S-R6W MD Reference: WELL @ 8207.00usft
Site Error: 0.00 usft North Reference: True
Reference Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Well Error: 0.00 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDMDBBW
Reference Design: Design #1 Offset TVD Reference: Reference Datum
Reference Design #1
Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 9,999.98 usft Error Surface: Elliptical Conic
Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied
Survey Tool Program Date 11/15/11
From To
(usft) (usft) Survey (Wellbore) Tool Name Description
0.00 9,701.67 Design #1 (Wellbore #1) MWD MWD - Stand
Summary
Reference Offset [
Measured  Measured B pel Between Separation Warning
Site Name Depth Dep aotres Ellipses Factor
Offset Well - Wellbore - Design (us ft) sft) (usft)
Sec.31-T5S-R6W
LC Tribal 8-31D-56 - Wellbore #1 - Design #1 .05 383.25 18.79 17.36 13.143 CC
LC Tribal 8-31D-56 - Wellbore #1 - Design #1 400.13 18.85 17.34 12.523 ES
LC Tribal 8-31D-56 - Wellbore #1 - Design #1 500.00 499.25 22.46 20.49 11.401 SF
Offset Design Sec.31-T5S-R6W. -56 - Wellbore #1 - Design #1 Offset Site Error: 0.00 usft
Survey Program: 0-MWD Offset Well Error: 0.00 usft
Reference Offset Major Axis Distance
Measured Vertical re eference Offset Azimuth Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Dept p from North +N/-S +E/-W Centres Ellipses Separation Factor
(usft) (usft) usft) (usft) (usft) ©) (usft) (usft) (usft) (usft) (usft)
0.00 0.00 0.00 0.00 0.00 90.01 0.00 20.17 20.17
100.00 100.00 100.00 100.00 0.09 0.09 90.01 0.00 20.17 20.17 19.99 0.18 112.160
200.00 200.00 200.00 200.00 0.31 0.31 90.01 0.00 20.17 20.17 19.54 0.63 32.046
300.00 300.00 300.26 300.22 0.54 0.52 96.03 2,05 19.37 19.48 18.42 1.06 18.359
383.05 383.05 383.25 383.05 0.73 0.70 111.30 -6.83 17.51 18.79 17.36 1.43 13.143 CC
400.00 400.00 400.13 399.88 0.76 0.74 115.59 -8.14 17.00 18.85 17.34 1.50 12.523 ES
500.00 500.00 499.25 498.40 0.99 0.99 144.26 -18.18 13.08 22.46 20.49 1.97 11.401 SF
600.00 600.00 597.26 595.27 1.21 1.31 166.48 -32.00 7.69 33.25 30.76 2.49 13.329
700.00 700.00 693.82 690.00 1.44 1.68 178.93 -49.38 0.92 50.39 47.30 3.09 16.295
800.00 800.00 788.63 782.18 1.66 2.1 -174.18 -70.05 7.14 72.63 68.88 3.75 19.359
900.00 900.00 883.34 873.39 1.89 2.60 -170.08 -93.79 -16.40 98.86 94.39 4.47 22.137
1,000.00  1,000.00 979.51 965.88 2.1 3.1 -167.62 -118.35 -25.97 125.88 120.67 5.21 24.166
1,100.00  1,100.00 1,075.67  1,058.36 2.34 3.63 -166.03 -142.92 -35.55 153.05 147.09 5.96 25.680
1,200.00  1,200.00 1,171.84  1,150.84 2.56 4.16 -164.92 -167.48 -45.13 180.29 173.57 6.71 26.848
1,300.00  1,300.00 1,268.01  1,243.33 2.79 4.69 -164.10 -192.05 -54.70 207.57 200.10 7.47 27.776
1,400.00  1,400.00 1,364.18  1,335.81 3.01 5.23 -163.47 -216.61 -64.28 234.89 226.65 8.23 28.529
1,500.00  1,500.00 1,460.35  1,428.29 3.24 5.76 -162.97 -241.17 -73.86 262.22 253.23 8.99 29.153
1,600.00  1,600.00 1,556.52  1,520.78 3.46 6.30 -162.57 -265.74 -83.43 289.58 279.82 9.76 29.677
1,700.00  1,700.00 1,652.69  1,613.26 3.69 6.84 -162.24 -290.30 -93.01 316.94 306.42 10.52 30.124
1,800.00  1,800.00 1,748.85  1,705.75 3.91 7.38 -161.95 -314.87 -102.59 344.31 333.02 11.29 30.510
1,900.00  1,900.00 1,845.02  1,798.23 4.14 7.92 -161.71 -339.43 -112.16 371.69 359.64 12.05 30.846
2,000.00  2,000.00 1,941.19  1,890.71 4.36 8.46 -161.51 -364.00 -121.74 399.07 386.26 12.81 31.141
2,100.00  2,100.00  2,037.36  1,983.20 459 9.00 -161.33 -388.56 -131.32 426.46 412.88 13.58 31.402
2,200.00 2,20000  2,133.53  2,075.68 4.81 9.54 -161.17 -413.12 -140.89 453.85 439.50 14.35 31.636

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Great White Directional

Anticollision Report

GREAT WHITE

DIRECTIONAL SERVICE:
Archer =~

Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC Tribal 4H-31-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 8207.00usft
Reference Site: Sec.31-T5S-R6W MD Reference: WELL @ 8207.00usft
Site Error: 0.00 usft North Reference: True
Reference Well: LC Tribal 4H-31-56 Survey Calculation Method: Minimum Curvature
Well Error: 0.00 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDMDBBW
Reference Design: Design #1 Offset TVD Reference: Reference Datum
Offset Design Sec.31-T5S-R6W - LC Tribal 8-31D-56 - Wellbore #1 - Design #1 Offset Site Error: 0.00 usft
Survey Program: 0-MWD Offset Well Error: 0.00 usft
Reference Offset Semi Major Axis Distance
Measured Vertical Measured Vertical Reference Offset Azimuth Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth from North +N/-S +E/-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) ©) (usft) (usft) (usft) (usft) (usft)
2,300.00 2,300.00 2,229.70 2,168.17 5.03 10.08 -161.03 -437.69 -150.47 481.24 466.13 15.11 31.845
2,400.00 2,400.00 2,325.87 2,260.65 5.26 10.62 -160.90 -462.25 -160.05 508.64 492.76 15.88 32.034
2,500.00 2,500.00 2,422.03 2,353.13 5.48 11.16 -160.79 -486.82 -169.62 536.03 519.39 16.64 32.205
2,600.00 2,600.00 2,518.20 2,445.62 5.71 11.70 -160.69 -511.38 -179.20 563.43 546.02 17.41 32.361
2,700.00 2,700.00 2,614.37 2,538.10 593 12.24 -160.60 -535.95 -188.78 590.83 572.66 18.18 32.504
2,800.00  2,800.00 2,710.54 2,630.59 6.16 12.79 -160.51 -560.51 -198.35 618.24 599.29 18.94 32.63!
2,900.00 2,900.00 2,806.71 2,723.07 6.38 13.33 -160.44 -585.07 -207.93 645.64 625.93 19.71 32.75
3,000.00 3,000.00 2,902.88 2,815.55 6.61 13.87 -160.36 -609.64 -217.51 673.04 652.57 20.48
3,100.00 3,100.00 2,999.05 2,908.04 6.83 14.41 -160.30 -634.20 -227.08 700.45 679.20 4 9
3,200.00 3,200.00 3,095.21 3,000.52 7.06 14.95 -160.24 -658.77 -236.66 727.86 705.84 22 .067
330000 3,30000  3,191.38  3,093.01 728 1550  -160.18 -683.33 -246.24 75526 732 788 33.156
3,400.00 3,400.00 3,287.55 3,185.49 7.51 16.04 -160.13 -707.90 -255.81 782. 7 23.55 33.240
3,500.00 3,500.00 3,383.72 3,277.97 7.73 16.58 -160.08 -732.46 -265.39 810 85, 24.31 33.318
3,600.00 3,600.00 3,479.89 3,370.46 7.96 17.12 -160.04 -757.02 -274.97 4 12.41 25.08 33.392
3,700.00 3,700.00 3,576.06 3,462.94 8.18 17.67 -160.00 -781.59 - 89 39.05 25.85 33.461
3,800.00 3,800.00 3,672.22 3,655.42 8.41 18.21 -159.96 6.15 - R92.30 865.69 26.62 33.526
3,900.00 3,900.00 3,768.39 3,647.91 8.63 18.75 -159.92 -830.72 3.70 919.71 892.33 27.38 33.588
4,000.00 4,000.00 3,864.56 3,740.39 8.86 19.29 -152.88 8 -313.27 947.12 918.97 28.15 33.646
4,100.00  4,100.00 3,960.73 3,832.88 9.08 19.84 -1 5 5 -322.85 974.53 945.62 28.92 33.701
420000 420000 405690 392536 931 2038 -904.41 -33243 100194  972.26 2968 33753
4,300.00 4,300.00 4,153.07 4,017.84 9.53 20.9 -928.97 -342.00 1,029.35 998.90 30.45 33.803
4,400.00  4,400.00 4,249.24 4,110.33 9.7 4 159.76 -953.54 -351.58 1,056.77 1,025.55 31.22 33.850
4,500.00 4,500.00 4,345.40 4,202.81 -1569.73 -978.10 -361.16 1,084.18 1,052.19 31.99 33.894
4,600.00 4,600.00 4,458.11 4,311.37 20 .52 -159.70 -1,006.32 -372.16 1,111.08 1,078.36 32.72 33.957
4,700.00  4,700.00 4,578.56 22.97 -159.68 -1,034.34 -383.08 1,136.04 1,102.64 33.40 34.017
4,800.00 4,800.00 4,700.27 0.65 23.40 -159.65 -1,060.32 -393.21 1,158.95 1,124.90 34.06 34.032
4,900.00 4,901 4 5607 10.88 23.81 -159.63 -1,084.17 -402.51 1,179.78 1,145.09 34.69 34.010
5,000.00 5,000.0 ,788.43 11.10 24.20 -159.61 -1,105.79 -410.94 1,198.50 1,163.20 35.30 33.951
5,100.00 5,100.00 g 4,911.62 11.33 24.56 -159.60 -1,125.09 -418.46 1,215.08 1,179.19 35.89 33.860
5,200.00 5,200.00 197.83 5,036.09 11.55 24.89 -159.58 -1,141.99 -425.05 1,229.50 1,193.05 36.44 33.737
5,265.20 5,265.20 5,280.25 5,117.86 11.70 25.09 -159.58 -1,151.68 -428.83 1,237.72 1,200.94 36.79 33.645
5,275.00 5,275.00 5,292.67 5,130.19 11.72 25.12 -159.58 -1,153.04 -429.36 1,238.84 1,213.25 25.60 48.399
5,300.00 5,299.97 5,324.40 5,161.71 1.77 25.19 -159.63 -1,156.42 -430.68 1,241.27 1,215.51 25.76 48.186
5,325.00 5,324.84 5,356.10 5,193.22 11.82 25.26 -159.73 -1,159.62 -431.93 1,243.08 1,217.16 25.92 47.964
5,350.00 5,349.56 5,387.68 5,224.63 11.87 25.33 -159.89 -1,162.66 -433.11 1,244.27 1,218.21 26.07 47.735
5,375.00 5,374.03 5,419.04 5,255.84 11.92 25.39 -160.11 -1,165.51 -434.22 1,244.86 1,218.65 26.21 47.498
5,400.00 5,398.22 5,450.08 5,286.75 11.98 25.45 -160.38 -1,168.18 -435.26 1,244.86 1,218.51 26.35 47.249
5,425.00 5,422.03 5,480.71 5,317.26 12.04 25.51 -160.70 -1,170.66 -436.23 1,244.28 1,217.80 26.49 46.980
5,450.00 5,445.42 5,510.82 5,347.28 12.09 25.57 -161.08 -1,172.95 -437.12 1,243.17 1,216.54 26.63 46.685
5,475.00 5,468.31 5,540.33 5,376.70 12.16 25.62 -161.51 -1,175.06 -437.94 1,241.54 1,214.76 26.78 46.357
5,500.00 5,490.65 5,569.14 5,405.44 12.23 25.67 -162.00 -1,176.97 -438.69 1,239.44 1,212.49 26.95 45.988
5,525.00 5,512.37 5,697.17 5,433.40 12.31 25.72 -162.54 -1,178.71 -439.37 1,236.92 1,209.77 2714 45.572
5,550.00 5,533.41 5,624.33 5,460.51 12.39 25.76 -163.13 -1,180.27 -439.97 1,234.01 1,206.65 27.36 45.110
5,575.00 5,6563.72 5,650.53 5,486.67 12.49 25.80 -163.77 -1,181.66 -440.52 1,230.77 1,203.18 27.60 44.598
5,600.00 5,5673.23 5,675.71 5,511.81 12.59 25.84 -164.46 -1,182.89 -441.00 1,227.26 1,199.40 27.87 44.040
5,625.00 5,591.90 5,699.78 5,535.86 12.72 25.88 -165.20 -1,183.97 -441.42 1,223.53 1,195.37 28.17 43.441
5,650.00 5,609.68 5,722.68 5,658.73 12.86 2591 -165.99 -1,184.91 -441.79 1,219.65 1,191.16 28.49 42.812
5,675.00 5,626.51 5,744.34 5,580.38 13.01 25.94 -166.83 -1,185.72 -442.10 1,215.67 1,186.83 28.83 42.160
5,700.00 5,642.35 5,764.71 5,600.73 13.19 25.97 -167.71 -1,186.42 -442.37 1,211.65 1,182.45 29.20 41.494
5,725.00 5,657.16 5,783.72 5,619.73 13.39 25.99 -168.64 -1,187.00 -442.60 1,207.67 1,178.09 29.58 40.826
5,750.00 5,670.89 5,801.32 5,637.33 13.61 26.01 -169.60 -1,187.49 -442.79 1,203.78 1,173.80 29.97 40.163
5,775.00 5,683.51 5,817.48 5,653.48 13.86 26.03 -170.61 -1,187.90 -442.95 1,200.03 1,169.66 30.37 39.515
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Great White Directional

Anticollision Report

Local Co-ordinate Reference:

TVD Reference:
MD Reference:
North Reference:

Survey Calculation Method:

Output errors are at

Database:

Offset TVD Reference:

GREAT WHITE

DIRECTIONAL SERVICE:
Archer =~

Well LC Tribal 4H-31-56
WELL @ 8207.00usft
WELL @ 8207.00usft

True

Minimum Curvature

2.00 sigma
EDMDBBW

Reference Datum

Sec.31-T5S-R6W - LC Tribal 8-31D-56 - Wellbore #1 - Design #1

Company: Berry Petroleum Company
Project: Duchesne Co., UT (UT27C)
Reference Site: Sec.31-T5S-R6W
Site Error: 0.00 usft
Reference Well: LC Tribal 4H-31-56
Well Error: 0.00 usft
Reference Wellbore Wellbore #1
Reference Design: Design #1
Offset Design
Survey Program: 0-MWD
Reference Offset Semi Major Axis
Measured Vertical Measured Vertical Reference Offset
Depth Depth Depth Depth
(usft) (usft) (usft) (usft) (usft) (usft)
5,800.00  5,694.98 5832.16  5,668.15 14.13 26.05
5825.00  5,705.28 584531  5,681.30 14.43 26.06
5850.00  5,714.37 5856.90  5,692.89 14.75 26.08
5875.00  5,722.23 5866.92  5,702.91 15.10 26.09
5900.00  5,728.83 587534  5711.33 15.47 26.10
5925.00 573417 588216  5718.14 15.86 26.10
5950.00  5,738.22 5887.35  5,723.33 16.27 26.11
5975.00  5740.97  5890.91  5,726.90 16.70 26.11
6,000.00  5,742.42 5892.85 5,728.84 17.14 26.11
6,001.49 574247 5892.92 572890 17.17 26.11
6,022.42  5,742.61 5893.22  5,729.20 17.55 26.12
6,100.00 574144 589222 572821 19.05 26.11
6,200.00  5,739.93 5890.96  5726.95 21.16 26.11
6,300.00  5,738.42 5889.73  5,725.71 23.40 26.11
6,400.00 5,736.90  5,888.51  5,724.49 25.74 26.11
6,500.00  5,735.39 5887.30  5,723.29 28.17 26.11
6,600.00  5,733.88 5886.12  5,722.11 30.65 26.11
6,700.00  5,732.37 5884.96  5,720.94 33.18 26.11
6,800.00  5,730.86 5883.81  5,719.80 35.75 26.10
6,900.00 5729.35  5882.69  5,718.67 38.34 26.10
7,000.00  5,727.84 5881.57  5,717.56 40.96 26.1
7,100.00  5,726.32 5880.48  5,716.46 436 1
7,200.00  5,724.81 5879.40  5,715.39
7,300.00  5,723.30 5878.34 571432 92 .10
7,400.00  5,721.79 5,877.29 26.10
7,500.00  5,720.28 5,876.26 4.28 26.10
7,600.00 5,71 571 56.98 26.10
7,700.00  5,717.2 1710.23 59.68 26.09
7,800.00  5,715.74 y 5,709.24 62.39 26.09
7,900.00  5,714.23 87228  5708.27 65.10 26.09
8,000.00  5,712.72 5871.32  5,707.31 67.82 26.09
8,100.00  5,711.21 5870.38  5,706.36 70.55 26.09
8,200.00  5,709.70 5869.44  5,705.43 73.27 26.09
8,300.00  5,708.19 5868.52  5,704.51 76.00 26.09
8,400.00  5,706.68 5867.61  5,703.60 78.74 26.09
8,500.00  5,705.16 5866.72  5,702.70 81.47 26.09
8,600.00 570365 586583  5,701.82 84.21 26.08
8,700.00  5,702.14 5864.96  5,700.95 86.95 26.08
8,800.00  5,700.63 5864.10  5,700.09 89.70 26.08
8,900.00  5,699.12 5863.25  5,699.24 92.44 26.08
9,000.00  5,697.61 586242  5,698.40 95.19 26.08
9,100.00  5,696.10 5861.59  5,697.58 97.93 26.08
9,200.00  5,694.58 5,860.78  5,696.76 100.68 26.08
9,300.00  5,693.07 5859.97  5,695.96 103.43 26.08
9,400.00  5,691.56 5859.17  5,695.16 106.19 26.08
9,500.00  5,690.05  5,858.39  5,694.38 108.94 26.08
9,600.00  5,688.54 5857.62  5,693.60 111.69 26.08
9,701.67  5,687.00 5856.84  5,692.83 114.49 26.07
970247 568699  5856.83  5,692.82 114.51 26.07

Azimuth Offset Wellbore Centre

from North +N/-S +E/-W

) (usft) (usft)
-171.65 -1,188.23 -443.08
-172.73 -1,188.50 -443.18
-173.84 -1,188.71 -443.27
-174.97 -1,188.88 -443.33
-176.13 -1,189.01 -443.38
-177.30 -1,189.10 -443.42
-178.50 -1,189.17 -443.44
-179.70 -1,189.21 -443.46
179.09 -1,189.23 -443.47
179.02 -1,189.23 -443.47
178.00 -1,189.24 -443.47
174.25 -1,189.23 -443.47
169.48 -1,189.21 -443.46
164.84 -1,189.20 -443.46

160.38 -1,189.18 -
156.14 -

152.15 3.44
148.42 -443.43
1 6 -443.43
-443.42
-1,189.09 -443.42
136.09 -1,189.08 -443.41
133.59 -1,189.06 -443.40
131.30 -1,189.05 -443.40
129.19 -1,189.03 -443.39
127.25 -1,189.02 -443.39
125.47 -1,189.00 -443.38
123.82 -1,188.99 -443.38
122.30 -1,188.98 -443.37
120.89 -1,188.96 -443.36
119.59 -1,188.95 -443.36
118.38 -1,188.93 -443.35
117.25 -1,188.92 -443.35
116.20 -1,188.90 -443.34
115.22 -1,188.89 -443.34
114.30 -1,188.88 -443.33
113.45 -1,188.86 -443.33
112.64 -1,188.85 -443.32
111.88 -1,188.83 -443.31
1M11.17 -1,188.82 -443.31
110.50 -1,188.81 -443.30
109.87 -1,188.79 -443.30
109.27 -1,188.78 -443.29
108.70 -1,188.76 -443.29
108.16 -1,188.75 -443.28
107.65 -1,188.74 -443.28
107.17 -1,188.72 -443.27
106.70 -1,188.71 -443.27
106.70 -1,188.71 -443.27

Distance

Between Between Minimum

Centres Ellipses Separation
(usft) (usft) (usft)

1,196.50 1,165.73 30.77
1,193.23 1,162.06 31.18
1,190.28 1,158.70 31.58
1,187.69 1,155.70 31.99
1,185.50  1,153.10 32.40
1,183.75  1,150.93 32.82
1,182.47 1,149.22 33.25
1,181.68  1,147.99 33.69
1,181.39 1,147.26 4

1,181.39 1,147.23 347
1,181.57 1,147 .55
36.06
59 38.16
77.97 40.40
03.85 42.75
1,236.85 45.17
1,324.07 1,276.41 47.66
1,372.12 1,321.94 50.18
142558  1,372.83 52.75
1,483.86  1,428.52 55.34
1,5646.42 1,488.45 57.96
161275  1,552.15 60.60
1,682.41 1,619.16 63.25
1,755.01 1,689.10 65.91
1,830.20  1,761.60 68.59
1,907.66 1,836.38 71.28
1,987.14 1,913.17 73.97
2,068.39  1,991.72 76.67
2,151.28 2,071.85 79.38
223547  2,153.38 82.09
2,320.97 2,236.16 84.81
2,407.58 2,320.05 87.53
249519  2,404.93 90.25
2,583.70 2,490.72 92.98
2,673.02 2,577.31 95.71
2,763.07  2,664.63 98.44
2,853.78 2,752.61 101.18
2,945.10 2,841.18 103.92
3,036.96  2,930.31 106.65
3,129.32 3,019.93 109.40
3,222.14  3,110.00 112.14
3,315.38  3,200.49 114.88
3,408.99 3,291.37 117.63
3,502.96  3,382.59 120.37
3,597.26 3,474.14 123.12
3,691.85 3,565.99 125.87
3,786.73  3,658.11 128.62
3,883.45 3,752.04 131.41
3,884.21 3,752.79 131.42

Separation

Offset Site Error: 0.00 usft

Offset Well Error: 0.00 usft

Warning
Factor

38.884
38.275
37.689
37.126
36.585
36.06!

35.56

080
34.197

32.879
31.392
30.157
29.162
28.381

27.784
27.341
27.025
26.812
26.680

26.614
26.600
26.626
26.683
26.764

26.864
26.977
27.101
27.232
27.368

27.506
27.647
27.788
27.928
28.068

28.205
28.341
28.475
28.606
28.734

28.859
28.982
29.101
29.218
29.331

29.442
29.552
29.555
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Company: Berry Petroleum Company
Project: Duchesne Co., UT (UT27C)
Reference Site: Sec.31-T5S-R6W

Site Error: 0.00 usft

Reference Well: LC Tribal 4H-31-56

Well Error: 0.00 usft

Reference Wellbore Wellbore #1

Reference Design: Design #1

Great White Directional
Anticollision Report

Local Co-ordinate Reference:

TVD Reference:

MD Reference:

North Reference:

Survey Calculation Method:
Output errors are at
Database:

Offset TVD Reference:

Minimum Curvature

Reference Datum

GREAT WHITE

DIRECTIONAL SERVICE:
Archer =~

Well LC Tribal 4H-31-56
WELL @ 8207.00usft
WELL @ 8207.00usft

Reference Depths are relative to WELL @ 8207.00usft
Offset Depths are relative to Offset Datum
Central Meridian is 111° 30' 0.000 W

Coordinates are relative to: LC Tribal 4H-31-56
Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302
Grid Convergence at Surface is: 0.58°

Ladder

Plot

Centre to Centre Separation

=©~ LCTribal 8-31D-56, Wellbore #1,Design#1 V0

LEGEND

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Company:

Project:

Reference Site:
Site Error:
Reference Well:
Well Error:
Reference Wellbore
Reference Design:

Berry Petroleum Company
Duchesne Co., UT (UT27C)
Sec.31-T5S-R6W

0.00 usft

LC Tribal 4H-31-56

0.00 usft

Wellbore #1

Design #1

Great White Directional
Anticollision Report

Local Co-ordinate Reference:

TVD Reference:
MD Reference:
North Reference:

Survey Calculation Method:

Output errors are at
Database:
Offset TVD Reference:

GREAT WHITE

DIRECTIONAL SERVICE:
Archer =~

Well LC Tribal 4H-31-56
WELL @ 8207.00usft
WELL @ 8207.00usft
True

Minimum Curvature
2.00 sigma

EDMDBBW

Reference Datum

Reference Depths are relative to WELL @ 8207.00usft
Offset Depths are relative to Offset Datum
Central Meridian is 111° 30' 0.000 W

Coordinates are relative to: LC Tribal 4H-31-56
Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302
Grid Convergence at Surface is: 0.58°

Separation

Facth Plot

=©- LC Tribal 8-31D-56, Wellbore #1, Design#1V0

I
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I
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LEGEND
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AFFIDAVIT OF SURFACE DAMAGE AGREEMENT

Jeff Crozier, the Affiant herein, is a Field Landman for Berry Petroleum
Company, a Delaware corporation, with an office located at 4000 S 4028 W, Rt 2 Box
7735, Roosevelt, Utah 84066, being of lawful age and duly sworn upon his oath and
being duly authorized to make this affidavit on behalf of said corporation hereby deposes
and states to the best of his knowledge as follows:

That Berry Petroleum Company has a Surface Damage Agreement signed by the
current surface owner covering the following described property, hereinafter referred to
as the Land:

TOWNSHIP 5 SOUTH, RANGE 6 WEST, USB&M
Section 31 NE %4 NE %4, NW ¥ NE %
Section 30 NW % SE Y, SE %, SE %4

Affiant further states said Surface Damage Agreement GRANTS, SELLS, and
CONVEYS unto Berry Petroleum Company an easement for ingress and egress to, along
with a right to use, that portion of the herein described property as may be necessary t

construct, use, and maintain a well site or well sites (including location of addif
wells on each well site in the case of directional or horizontal drilling) for ﬁi ;
completion and operation of an oil and gas well or wells (including b@@u ed to

pumping facilities and tank batteries) over, under and through the hez®y i8pd Land.

Affiant further states said Surface Damage Ag,ré@l NTS, SELLS, and
CONVEYS unto Berry Petroleum Company the Nght t struct, entrench, maintain,
operate, replace, remove, protect, or abandon pgi or pipelines for water or gas with
appurtenances thereto, including, but i 0, valves, metering equipment, and
cathodic equipment; to construct, mg locate, or abandon a road (said well sites,
pipelines, appurtenance, val eMpo equipment, cathodic equipment and road being
sometimes collectively ¢ ‘ ities”) over, under, and through the herein described

Land.

Executed and effective as of this 5th day of August 2012,

Berry Petroleum Company

JSWI‘ 7
ﬁi d Landman

O
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BERRY PETROLEUM COMPANY
LC TRIBAL 4H-31-56
NE %, NE %, 780’ FNL 200" FEL, Sec. 31, T5S, R6W, U.S.B.& M.
BHL: NW Y, NW Y, 800° FNIL, 800" FWL
Duchesne County, Utah

ONSHORE ORDER NO. 1

MULTI POINT SURFACE USE & OPERATIONS PLAN

Existing Roads

To reach the Berry Petroleum Company well, LC Tribal 4H-31-56, in Section 31-T55-R6W:

Start in Duchesne, Utah, go southwest on US Highway 191 for approximately 10 miles, turn west
off 191 onto the Right Fork Indian Canyon road and go approx. 5.6 miles. Turn left onto the
existing access road and follow it for approx. 2.5 miles. At that point you will start southwest on
the new access road for approx. 1.7 miles to the 8-31D-56 location from which the 4H-31-56 will

be drilled.

Berry Petroleum Company will improve or maintain existing roads in a condition the same or
better than before operations began. Best Management Practices will be considered when
improving or maintaining existing roads. In general this would involve the need for some surface
material or fill to prevent or repair holes in the road due to heavy truck traffic during the drilling
and completion operations. 1f repairs are made the operator will secure the appropriate material

from private sources. 1 66

Any required coordination, consultation, and etc. will be addressed with Duchesne County before
operations and /or work is performed on county roads.

New or Reconstructed Access Roads Q‘
See Topographic Map “A & B” for the location of the proposed access ro%Qe eum

Company will construct an access road across fee lands for x“

Location of Existing Wells
See Topographic Map “D” for the locat i Is within a Imile radius.

ion of
Location of Fank Batteries, Prﬂil($ties and Production Gathering and Service

Lines S‘l
A containm structed completely around those production facilities which
contain fluids @& ction tanks, produced water tanks). This dike will be constructed of

compacted subs@; be impervious, hold 100% of the capacity of the largest tank. The site specific
APD will address additional capacity if such is needed due to environmental concerns. The use of
topsoil for the construction of dikes will not be allowed. If a Spill Prevention, Control, and
Countermeasure (SPCC) Plan is required by the Environmental Protection Agency, the
containment dike may be expanded with the Authorized Agency Officer’s approval to meet SPCC

requirements.
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Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 4H-31-56 Duchesne County, UT

The proposed pipeline will tie in at the existing pipeline. Map “C” illustrating the proposed route is
attached. The pipeline will run in the same corridor as the proposed access road.

All site security guidelines identified in Federal regulation 43 CFR 3126.7, will be adhered to. All
off-lease storage, off-lease measurement, or commingling on-lease or off-lease production will
have prior written approval form the Authorized Agency Officer.

Gas meter runs will be located approximately 100 feet from the wellhead. Where necessary, the
gas Hne will be anchored down from the wellhead to the meter.

E Location and Type of Water Supply

Water for the drilling and completion will be pumped or frucked from one of the following Berry
source wells;
e  Water Permit # 43-12400, Sec. 23, T35S, R5W
Water Perinit # 43-12400, Sec. 24, T5S, R5W
Water Permit # 43-1628, Sec. 12, T5S, R6W (Douglas E. & Yordis Nielsen )
Duchesne City Culinary Water Dock located in Sec. 1, T4S, R5W
East Duchesne Water, Arcadia Feedlot, Sec. 28, T38, R3W
Petroglyph Operating Company 08-04 Waterplant, Sec. 8, T3S, R3W,

F Source of Construction Maferials 6

All construction materials for this location site and access road shall be borrow material : q

accumulated during construction of the location site and access road.
Additional gravel or pit lining material will be obtained from a private source. ‘
The use of materials under Authorized Agency jurisdiction will confog wm 2-3.

G Methods of Handling Waste Materials 66
Drill fluids will be contained in a closed loop syste tings will be contained on site and buried
in a pit or used on location or access roadsguhigicy deemed appropriate by the authorized
agency.

After first production, pr “ﬁ ater will be trucked to one of the following approved waste
i h

water disposal L the operations of the field:
h‘@’lc. Sec. 4, T2S, R2W, Bluebell
isposal Sec. 12, T6S, R19E, Vernal
ecycle & Storage Sec. 12, T35, R19E, LaPoint
. Water Disposal Inc. Sec. 32, T1S, R1W, Roosevelt
Should operations of the field be prohibited by the Authorized Officer, the wastewater shall be
confined to the approved pit or storage tank for a period not to exceed 90 days. The use of such pit
is hereby approved as part of this Application for Permit to Drill.

Production fluids will be contained in leak-proof tanks. All production fluids will be disposed of
at approved disposal sites. Produced water, oil, and other byproducts will not be applied to roads
or well pads for control of dust or weeds. The indiscriminate dumping of produced fluids on
roads, well sites, or other areas will not be allowed.
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Berry Petroleum Company Mutlti Point Surface Use & Operations Plan
LC TRIBAL 4H-31-56 Duchesne County, UT

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposat site.

A chemical portable toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. Trash will not be burmed on location.

All debris and other waste materials not contained in the trash cage will be cleaned up and
removed from the location promptly after removal of the completion rig (weather permitting).

Any open pits will be fenced during the operations. The fencing will be maintained with best
efforts until such time as the pits are backfilled.

No chemicals subject to reporting under SARA Title 11T (hazardous materials) in an amount equal
to or greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completing of wells. Furthermore, extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will not be used,
produced, stored, transported, or disposed of in association with the drilling, testing, or completing
of wells within these areas.

H Ancillary Facilities 6
There are no ancillary facilities planned for at this time and none are foreseen in the future, q e

1 Well site Layout

The attached Location Layout diagram describes drill pad cross-sections, cuts @
(s

locations of the mud tanks, reserve pit, pipe racks, trailer parking, spml d d
surface material stockpile(s)

J Plans for Restoration of the Surface
Interim

The dirt contractor will be provided wit oecoples of the Surface Use Plan prior to
construction activities.

Upon well completion & nable time, the location and surrounding area will be cleared
of all unuse \ fé" ) trash, and debris not required for production.

Abandoned welRjites, roads, and other disturbed areas will be restored as near as practical to their
original condition. Where applicable, these conditions may include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and the re-establishment of
vegetation as specified.

Al disturbed areas will be re-contoured to the approximate natural contours.

Any drainage rerouted during the construction activities shall be restored to its original line of flow
or as near as possible.
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Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 4H-31-56 Duchesne County, UT

Final

Prior to the construction of the location, the top 12 inches of soil material (if present) will be
stripped and stockpiled, Placement of the topsoil is noted on the location plat attached. Topsoil
shall be stockpiled separately from subsoil inaterials. Topsoil salvaged from the reserve pit shall
be stockpiled separately near the reserve pit.

When restoration activities have been completed, the location site and new access road cuts and
shoulders shall be reseeded. Prior to reseeding, all disturbed areas, including the old access road
will be scarified and left with a rough surface.

The Authorized Agency Officer shall be contacted for the required sced mixture, Seed will be
broadcast and the amount of seed mixture per acre will be doubled. The seeded area will then be
“walked” with a dozer to assure coverage of the seeds. The seed mixture will reflect the
recommendation from the Archeology study done.

At final abandonment, all casing shall be cut off at the base of the cellar or 3 feet below final
restored ground level, whichever is deeper, and cap the casing with a metal plate a minimum of

0.25 inches thick. The cap will be welded in place and the well location and identity wili be
permanently inscribed on the cap. The cap also will be constructed with a weep hole.

Well Surface Ownership:
James 1. Weight Jet Abegglen

Roosevelt, UT 84066 Roosevelt, UT 84006

RR 4 Box 8051 RR 1 Box 1140 oq

435-724-8911 435-353-4654

Brent Brown e
7516 E7200 8 o
5

Jensen, UT

3
»

Michael Mold

e’ 34583130 W
Vernal, UT 84078
435-789-2563

Jay Abbott
POBox75
Duchesne, UT 84021
435-738-2697

‘“ﬂramgo, CO 81302

Other information

All lease and/or unit operations will be conducted in such a manner that firll compliance is made
with all applicable laws, regulations, Onshore OHl and Gas Orders, the approved Plan of
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Berry Petrolesm Company Multi Point Surface Use & Operations Plan
LC TRIBAL 4H-31-56 Duchesne County, UT

Operations, and any applicable Notice to Lessees. The operator is fully responsible for the actions
of his subcontractors. A copy of these conditions will be furnished to the field representative to
ensure compliance,

Berry will control noxious weeds along access road use authorizations, pipeline route
authorizations, well sites or other applicable facilities. A list of noxious weeds may be obtained
from the Authorized Agency or the appropriate County Extension Office.

Drilling rigs and/or equipment used during drilling operations on this location will not be stacked
or stored on administered lands after the conclusion of drilling operations or at any other time
without authorization by the Authorized Agency Officer. Ifauthorization is obtained, such storage
is only a temporary measure.

Travel is restricted to approved routes only.

A class 111 archaeological survey was conducted on all lands, Utah Project # U-11-BS-0791p

September 7, 2011. All personnel will refrain from collecting artifacts and from disturbing any

significant cultural resources in the area. The operator is responsible for informing all persons in

the area who are associated with this project that they may be subject to prosecution for knowingly

disturbing historic or archaeological sites or for collecting artifacts. All vehicular traffic,

personnel movement, construction, and restoration activities shall be confined to the areas

examined, as referenced in the archaeological report, and to the existing roadways and/or evaluated

access routes. If historic or archaeological materials are uncovered during construction, Berry

Petroleum Company is to immediately stop work that might further disturb such materials and e

contact the Authorized Agency Officer, 0
Within five working days, the Authorized Agency Officer will inform the operator ‘
»  Whether the materials appear eligible for the National Historic Regi c

Places;

¢ The mitigation measures Berry will likely have toQude &re the site can be used
(assuming in-situ preservation is not neces and@ tigge frame for the Authorized
6C

);
Officer to complete an expedited review u 00.11 to confirm, through the
State Historic Preservation Officer, th& gs of the Authorized Officer are correct

riate,

and that the mitigation measur“ 5
If Berry wishes, at any tin x;c ivities to aveid the expense of mitigation and/or the

delays associated with 27 ofPthe Authorized Agency Officer and/or the surface owner will
¥
\

assume resp! ver recordation and stabilization of the exposed materials may be
required. Oth perator will be responsible for mitigation costs. The Authorized Agency
Officer and/or {fpsurface owner will provide technical and procedural guidelines for the conduct
of mitigation. Upon verification from the Authorized Agency Officer that required mitigation has
been completed, Berry will then be allowed to resume construction.

Al Surface Use Conditions of Approval associated with the Landowner Surface Use Agreement
and Environmental Analysis Mitigation Stipulations will be adhered to.

All well site Jocations will have appropriate signs indicating the name of the operator, the lease

serial number, the well name and number, the survey description of the weli (footages or the
quarter/quarter section, the section, township, and range).
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SELF-CERTIFICATION STATEMENT

The following self -certification statement is provided per federal requirements dated May 7, 2007.

Please be advised that Berry Petroleum Company is considered to be the operator of the following well.

LC TRIBAL 4H-31-56

NE ¥, NE Vi, 780° FNL 200° FEL, Sec. 31, T58, R6W, U.S.B.& M.
BHL: NW Y, NW %, 800° FNL, 800" FWL

Lease: 20G-000-5500

Duchesne, County, Utah

Berry Petrolewn Company is responsible under the terms of the lease for the operations conducted upon the
lease lands.

Operator’s Representative and Certification

B)

A) Representative

NAME; Kathy K. Fieldsted

ADDRESS: Berry Petroleum Company
4000 South 4028 West
Route 2, Box 7735

Roosevelt, Utah 84066

PHONE: 435.722-1325 q

All lease and/or unit operations will be conducted in such a manner that full complia
with all applicable laws, regulations and onshore oil and gas orders. Berry Pe

fully responsible for the actions of its subcontractors. A copy of these co 1 bl
to the field representative to ensure compliance.

The drilling perntit will be valid for a period of two {Qgrs frofQthg/date of approval. After permit
termination, a new application will be filed for aEpI or any future operations.

Certification:

I hereby certify that [, or y direct supervision, have inspected the proposed drill
site and access route; ‘ 1 iar with the conditions which presently exist; that the
3 Olan e, to the best of my knowledge and belief, true and correct; and that

conditions under which it is approved. This statement is subject to the provisions of 18 U.8.C.
1001 for the filing of a false statement.

ul
Spokember 24, 901, \/\Jé/; M Wﬂ%

DATE Kathy K/ Fieldsted
Sr. Regulatory & Permitting Tech

Berry Petroleum Company
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BERRY PETROLEUM COMPANY

Beorings are bused
on GPS Observations.

WELL PAD INTERFERENCE PLAT
LC TRIBAL 4H-31-56 (Proposed Well)

LC TRIBAL 8-31D-56 (Proposed Well)
Pad Location: NENE Section 37,

756S, R6W, US.B.&M.

=

/

SA9V0V3W — 416348

(To Bottom Hols)

Edge of
FProposed Pad

TOP HOLE FOOTAGES

4H—31—56 (PROPOSED)$
780° FNL & 200° FEL

8-31D-56 (PROPOSED)
| 780° FNL & 180° FEL

BOTTOM HOLE FOOTAGES

IH—31-56 (PROPOSED)
800’ FNL & 800" FWI.

F-310-56 (PROPOSED)
1964° FNL & 656" FEL

4H-31-56 PROPOSED WELL

il

G 3iDw56 PROPOSED WELL

A

e
NB9'23'09"E

'\
oY

RELATIVE COORDINATES
From top hole to bottom hole

WELL NORTH EAST
A4H—-31-56 ~73' —4163'
8-31D-56 -1189’ —484

LATITUDE & LONGITUDE
Surface position of Wells (NAD 27)

WELL LATITUDE LONGITUDE
4H-31-56 40.008250° 110.592965°
8-31D—56 40.008250° 110.592893

SURVEYED BY: P.H. DATE SURVEYED: 09-08-11 Trrw?/ Stat e (435) 7812501
DRAWN BY: L.C.S. DATE DRAWN: 09~-21-11 Lamd S’UJT’Uey'LTLg, ]’TLC.
SCALE: 1" = 60 REVISED: L.C.8. 09-30-11 180 NORTH VERNAL AVE. VERNAL, UTAH B4078
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BERRY PETROLEUM COMPANY
LOCATION LAYOUT

LC TRIBAL 4H-31-56 (Proposed Well)
LC TRIBAL 8-31D-56 (Proposed Well)
P : Pad Locatwn NE‘NE' Sectwn 37 765, R6W, US B.&M.
3REFERENCE PONTS | |/ [ /™ % 5% EEEE
% 240" NORTHERLY — 8?442 _'
i Proposed
300 NORTHERLY — 8121, ? i Surfoce Disturbance
Boundar :
-;:__375 EASTERLY — 8176.97; ;(Appmyzm Ams)
';:'?95 EASTERLY _= 81773 { :

STA. 2+450% 1 RV SRR
L% s, ROUND CORNER TO
"AVOID EXCESS FILL,

werl weao:” A s
| UNGRADED = 8190.8° foma
FIN. CRADE = 8182 g inimum of 100°}....

“e!_'_. from well head

PROPOSED ACCESS
ROAD (Max 6% Grode) |

oy Y AN NN s el . E
SURVEYED BY: P, DATE SURVEYED: 09-08-11 iiner State ) (435} 781-2501

SCALE: 1" = 60’ _|REVASED: L.C.S. 09-30-11 180 NORTH VERNAL AVE, VERNAL, UTAH 84078
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BERRY PETROLEUM COMPANY
CROSS SECTIONS
IC TRIBAL 4H-81-56 (Proposed Well)
LC TRIBAL 8-31D-56 (Proposed Well)
Pad Location: NENE Section 87, T6S, R6W, U.S. B.&M.
— T
o =l
L~
3
fl
1" = 60’ STA. 3+00
T e
A —
—
%
3
HH
1" = 60 STA. 2+50 @6
EXISTING q
GRADE T 0
FINISHED N
GRADE \ — — : ‘
: S - SN
3 /’ ' WELL HEAD - "%E.F == ‘AQ
i -
-
= 60 STA. 1+5
— - "o

" = 60 ESTIMATED EARTHWORK QUANTITIES
STA. 0+00 (No Shrink or swell adjstments have been used)
{Expressed in Cubic Yards)

(TEM cuT FILL  ]6" TOPSOIL| EXCESS
NOTE: PAD 12,960 12,960 Tfplso;'i clisd 0
UNLESS OTHERWISE NOTED i Pad Cut
CUT SLOPES ARE AT 1:1 all 0 0 | inPadCu 0
FILL SLOPES ARE AT 1.5:1 TOTALS | 2860 | 12,960 1620 0
SURVEYED BY: P.H. DATE SURVEYED: 09-08-11 T?"’L State (435} 781-2501
SCALE: 1" = 60 REVISED: L.C.S. 08-30-1% 180 NORTH VERNAL AVE., VERNAL, UTAH 84078
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TYPICAL RIG LAYOUT
LC TRIBAL 4H-381-66 (Proposed Well)

LC TRIBAL 8-81D—56 (Proposed Well)
Pad Location: NENE Section 31, 7565, R6W, US.B.&M.

*—-—*EWI

T

STORAGE
TANK

1 TOILET

s YELLOW
- DOG

sUB

FUEL
]
2 §3 \EJ
2
1 wop Ak | B\

MUD TANK

PARTS HOUSE
LIGHT PLANT

| WATER TANK
0

PIPE_RACKS

go, ‘
[}
Proposad Weli
L1 4#-31-86
= {1

Note:
Flare pit s to
be locoted o

— minimum of 100’
0 . from well head.

A an

PROFOSED ACCESS
ROAD (Max. 6% Grade)

FIP

150

DATA

SURVEYED BY: P.H. DATE SURVEYED: 09-08-11 T?’“’L St G,t e (435) 781-2501
1" = gQ’ .

RE §80 NORTH VERNAL VERNAL, UTAH B4078
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. Access Road Map

LG TRIBAL 4H-31-56 (Proposed Well) /.
~LC TRIBAL 8-31D-56 (Proposed Wel )

O——0 Existing Road
Proposed Road (30' Wide R-O-W)

P: (435) 761-2501 BERRY PETROL_EM_OMPANY
. F: (435) 781-2518 LC TRIBAL 4H-31-56 (Proposed Well)
Tri State LC TRIBAL 8-31D-56 (Proposed Well)

Land Surveying, Inc. SEC. 31, T5S, R6W, U.S.B.&M.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078 Duchesne County, UT.

J.AS|REVISED: 10-20-2011 J.A.S.
09-29-2011 TOPOGRAPHIC MAP
1:100,000;
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"/ |BROWN JOSEPH |
|BRENT TRUSTEE

/
/

f
/

/
i
1

T )

/1| ABBO

ETC

ABEGG,'.-,EM ___...,—-—-—-""' £ 1,621

O—0 Existing Road

s

AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 761-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

DRAWN BY: J.A.S|REVISED: 10-20-2011 J.AS.
DATE: 09-29-2011
CALE: 1"=2000'

Access Road

THE PARCEL INFOﬁMAﬁON SHOWN HAS- NOT BEEN SURVEYED BY TRI-STA;I'E LAND SURVEYING, INC. - TRI-STATE DOES NOT
PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES

N

Yill
JENSEH RICHARD '( =
" L(DBA EMERALD - )

.r"l ’4:‘,.‘?"‘ (} i, N/

70 (Proposed Well)|

PR

1
/1
I
i

) "‘V L, Srf i, .
WARRANTY PROPERTY

BERRY PETROLEUM COMPANY
LC TRIBAL 4H-31-56 (Proposed Well)
LC TRIBAL 8-31D-56 (Proposed Well)
SEC. 31, T5S, R6W, U.S.B.&M.
Duchesne County, UT.

SHEET
TOPOGRAPHIC MAP B
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.| Propos

ed Pipeline Map |~

“‘

i

n at Proposed|- /"~
Pipeline )/

(4),
HAELA

= f\. A;:E;'SQLEﬂ /

——~—WJETC //

el

=
'ud[mm;

Vi, T 4 )
| JENSEN RICHARD ||
" L(DBAEMERALD /-
] Ihif

)
| 5y Nl A ) P B L 4 -
LC TRIBAL 4H-31-56 (Propose

LC TRIBAL 8-31D-56 (Proposed Well

i = 17
) A
)
I

¥

p-

O——0 Existing Road
e=—==9 Proposed Pipeline (30" Wide R-O-W)

S ———————————YF pr——
THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY
AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
L 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

e

el 1110 Jrc e VS Lt

S, =]

TRI-STATE LAND SURVEYING, INC. - TRI-STATE

BERRY PETROLEUM COMPANY

LC TRIBAL 4H-31-56 (Proposed Well)
LC TRIBAL 8-31D-56 (Proposed Well)
SEC. 31, T5S, R6W, U.S.B.&M.
Duchesne County, UT.

N

DOES NOT WARRANTY PROPERTY
PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE AGTUAL LOCATION OF PROPERTY LINES

d Well) ‘_j.f L

DRAWN BY: J.A.S|REVISED: 10-20-2011 J.A.S.
DATE: 09-29-2011
CALE: 1"=2000'

SHEET
TOPOGRAPHIC MAP C
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Location
Photos

Center Stake
Looking Southerly

| Date Bhotograpnads T PITH
[ Photographed By P. Hawkes

Access
Looking Southeasterly

LG L 0970872011

[ Photographed By &

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

BERRY PETROLEUM COMPANY

LC TRIBAL 4H-31-56 (Proposed Well)
L.C TRIBAL 8-31D-56 (Proposed Well)
SEC. 31, T5S, R6W, U.S.B.&M.
Duchesne County, UT.

DRAWN BY: J.AS.

SHEET

DATE: 10-20-2011

COLOR PHOTOGRAPHS P
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24 19 20 \ 21
LC TRIBAL 1-29-56
4301351442
AL 9-29D-56
4301351513
28
25 30 LC TRIBAL 12H-30-56
4301351133
4301351131
ag LC TRIBAL 4H-31-56 .
é&  adouasi7ss LC TRIBAL 3-33
LC TRIBAL 1-32D-56 LC TRIBAL
4301351317 430135:
LC TRIBAL 9-32D-56 33
36 31 32 4301351316
TRIBAL 11-32D-56
5
01 06 05 04

SOWJ S CANYON UNIT

APl Number: 4301351738

Well Name: LC TRIBAL 4H-31-56
Township T05.0S Range R06.0W Section 31
Meridian: UBM

Operator: BERRY PETROLEUM COMPANY

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STATUS Status

[ Jacmve @ AP0 - Aproved permi

[ Jexpioratory @ ORL-Spude otling Commencec)
[ Aorsstorace & ow- Gas jecion

eion ®
r . ops - Operaton Suspended
<> PA-Plugged Abandoned
[ poeotherm.
¥ PGW - Producing Gas Well
[)eror X d
3 POW - Prducing Of e
6 sow- shutin Gas el
[/ rerumareo
Sow - St o1 el
Fields
STATUS A - Temp. Abandoned
;| Unknown O W -Test Well
.1 ABANDONED // 'WDW - Water Disposal
AcTvE Wi - Water njection Well
comeineD
= ®  wsw - Water Supply Well
..} INACTIVE
STORAGE @ Botiom Hole Location - GlGasDb

TERMINATED

BOX ELDER
RI

iy

v IDUCHESNE|
e

% J—
MiLLARD

. w WATNE

e w

@ e
875 0
—

1:17,106

Location Map

1,750 1,750 Feet
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State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY K. HERBERT

Govermor Division of Qil, Gas and Mining
SPENCER J. COX JOHN E.BAZA
Lieutenant Covernor Division Director

November 04, 2014

LINN OPERATING, INC.
Rt. 2 Box 7735
Roosevelt, UT 84066

Re:  Application for Permit to Drill - DUCHESNE County, Utah a

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the LC TRIBAL
4H-31-56 well, APl 43013517380000 that was submitted Sgpf&
25, 2012 is being returned unapproved. If you plan on drili\@ t
well in the future, you must first submit a new |ie@l I\ On.

S

Should you have any questions re és matter, please call me
at (801) 538-5312. :
\0‘ Sincerely,

e Diana Mason
Environmental Scientist

Enclosure
cc:  Bureau of Land Management, Vernal, Utah

UTAH

DNR

. o

1554 West Meorth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (8017 538-5340 e facsirmle (301) 359-3040  TTY (8017 538-7458 & wwnwogmuich gov OIL, GAS & MINING






GARY R. HERBERT
Governor

SPENCER J. COX
Lieutenant Covernor

State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

Executive Director

Division of Qil, Gas and Mining
JOHN E.BAZA
Division Director

November 04, 2014

LINN OPERATING, INC.

Rt. 2 Box 7735

Roosevelt, UT 84066

Re:  Application for Permit to Drill - DUCHESNE County, Utah

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the LC TRIBAL

4H-31-56 well, API 43013517380000 that was submitted September

25, 2012 is being returned unapproved. If you plan on drilling this
well in the future, you must first submit a new application.

Should you have any questions regarding this matter, please call me

at (801) 538-5312.

Enclosure

Sincerely,

Diana Mason
Environmental Scientist

cc:  Bureau of Land Management, Vernal, Utah

1554 West Morth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-2340  farsirnile (801) 359-3%40 « TTY (B01) 538-7458 » wwnwagrmutah.gav

UTAH

DNR

A(-I

0IL, GAS & MINING
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